Changes in the program version 14.0 compared with the 13.1 program version

1. New “PD/39” and “PD/39N” main profiles are introduced in the program. 

2. New “ES9x45/eco“, “ES9x45I/eco“, “ES9x45R/eco“ and “ES9x45RI/eco“ end slats are introduced in the program.

3. New “PD/55m” and “PD/55mN” main profiles are introduced in the program.

4. New “GR65x24/eco“, “GR65x24I/eco“ and “GR65x24B/eco“ guide rails are introduced in the program.

5. It is possible to choose for the calculated roller shutter a new suspension type – “Compact security lock”.

6. New “RGM/Q”, “RGM2/Q” and “RGM3/Q” security locks are introduced in the program. 

7. New “AEG56/P” main profile is introduced in the program.

8. The curtain winding parameters for “AR/55m” and “AR/55mN” main profiles are modified.

9. For “Standard” type orders it is possible to set-up the dimensioned component sizes arbitrary, not only to choose it from the standard size list as previously (arbitrary sizes will be marked in red).

10. Now calculating the roller shutter, GR70x34* guide rails have a lower priority than GR90x33*, GR100x35* and GR90x34* guide rails.  

11. Now calculating the roller shutter with RC* movable carriages, the calculated tube length is reduced by 15 mm (previously, the calculated tube length was reduced by 5 mm). 

12. Now calculating the roller shutter with “AEG56“ main profile, the choice of “GD14*“ entry guides is forbidden.

13. Now calculating the roller shutter with assist and push-up spring, the choice of “SPT8E“ and “SPT9E“ stoppers is forbidden. 

14. Now calculating the roller shutter with “Simu T820M“ (or “Simu T825M“) electric motor, the choice of “RG/C“ and “RGH/C“ guide rollers is forbidden (it is permitted to replace them with “RGV/77“ guide roller).

15. New “GR90x34IE“guide rail is introduced in the program.

16. New ”SB45/360-MH” shutter box is introduced in the program.

17. New “SB-U/7S” reinforcing plug for shutter box is introduced in the program (it can be added in the roller shutter specification only manually).

18. New “AER84” main profile is introduced in the program (it can be added in the roller shutter specification only manually).

19. New “CURD-1” and “CURD-2” radio controls are introduced in the program (it can be added in the roller shutter specification only manually).

20. New “AT-4B” radio transmitter is introduced in the program (it can be added in the roller shutter specification only manually).

21. New “Nero 8361 UP” transcoder is introduced in the program.

22. New “AR/41“and “AR/41N“main profiles with “131“colour (pearl white) are introduced in the program. 

23. New components are introduced in the program: “SB45/137“, “SB45/150“, “SB45/165“, “SB45/180“, “SB45/205“, “SF137a“, “SF150a“, “SF165a“, “SF180a“, “SF205a“, “GR53x22I/eco“, “ES9x45“, “ES9x45I“ , “ES9x45R“, “ES9x45RI“, “ESL9x50“ and “ESL9x50I“ with “231“ colour (pearl white). 

24. "NM1/20-16", "NM1/30-16", "NM1/40-12" and "NM1/50-12" electric motors are outputted from the program.

25. "GR90x35" guide rail is outputted from the program.

26. "IS2/77" insert is outputted from the program.

27. "GP40/137", "GP40/150", "GP40/165", "GP40/180", "GP40/205", "GP60/150", "GP60/165", "GP60/180" and "GP60/205" safety plates are outputted from the program.

28. Now calculating the roller shutters with insect screen, the choice of  “AR/375“ and “AR/375N“ main profiles is forbidden. 

29. "M-GR53x39I24" guide rail is outputted from the program.

30. The format of the xml-file, which is applied for import-export of the roller shutter orders, is changed: the allowed values of "Comb_Id" and “Sl_Type” attributes are changed (see Help).

31. Founded errors are corrected.

